
STREET & PATHFINDER

High Lumen LED Street & Path Lights

RATEDRATED

IP66IK08
100- 150WATTS40-80WATTS

PATHFINDER40, PATHFINDER60 & PATHFINDER80 SPECIFICATION

STREET100, STREET120 & STREET150 SPECIFICATION

PowerLed
Orion House
Calleva Park
Aldermaston
Berkshire
RG7 8SN

Contact:
Tel: 0118 9703856
enquiries@powerled.uk.com
www.powerled.uk.com

Part Code  PAT-040  PAT-060  PAT-080  
Input Voltage  90 ~  305VAC    
Input Frequency  50/60Hz    
Power Factor  >0.95  
Input Power  40W  60W  80W
Fitting Colour  Graphite Grey   
Lumen Output  6400lm  9600lm  12800lm  
CRI  >70  
Colour (K)  5700K Standard - other CCT’s available 2700K - 6000K
E�cacy 160lm/W

5700K Standard - other CCT’s available 2700K - 6000K
E�cacy 160lm/W

  

Operating Temperature  -30°C ~ +50°C     
Weight  4.4Kg 4.4Kg 7.8Kg

Dimensions  535 x 200 x 120 mm  535 x 200 x 120 mm  620 x 235 x 125 mm

Part Code  STR-100  STR-120  STR-150  
Input Voltage  90 ~  305VAC   
Input Frequency  50/60Hz   
Power Factor  >0.95   
Input Power  100W  120W  150W  
Fitting Colour  Graphite Grey   
Lumen Output  16000lm  >19200lm  >24000lm  
CRI  >70   
Colour (K)    

Operating Temperature  -30°C ~ +50°C
Weight  7.8Kg 9Kg 9Kg  

Dimensions

With NEMA socket add su�x -DD

 620 x 235 x 125 mm  690 x 260 x 130mm  690 x 260 x 130mm

Key Features:
• Energy saving, low maintenance
• IP66 rated for external applications
• 10Kv surge protection as standard
• Available with or without NEMA sockets
• Spigot �ttings ~  62mm for 60mm Ø post
• System design integrating power, driver and LED light modules
• LED life of 50,000 hours
• Easy installation & low maintenance
• Using 5050 Luxeon LUMILEDS LED chip
• Fitted with a MEAN WELL driver
• 5 Year Warranty

16000-24000
LUMENS LUMENS

6400-12800

RoHS



STREET & PATHFINDER

High Lumen LED Street & Path Lights

PowerLed
Orion House
Calleva Park
Aldermaston
Berkshire
RG7 8SN

Contact:
Tel: 0118 9703856
enquiries@powerled.uk.com
www.powerled.uk.com

PATHFINDER40 & PATHFINDER60

PATHFINDER80 & STREET100
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Mechanical Diagrams
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