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24V 10W/mGREEN BLUE

Specifications

Product Features

•	3 years warranty

5m
REEL

IP20 Diffused on board flexible LED tape
PRIMARY COLOUR DOB

0540-525

DOB-528-RED-20

24VDC

10W/m

140lm/m

14lm/W

RED

528

45.45mm

IP20

5000 x 8 x 1.6mm

1390-890

DOB-528-GRN-20

24VDC

10W/m

170lm/m

17lm/W

GREEN

528

45.45mm

IP20

5000 x 8 x 1.6mm

0498-507

DOB-528-BLU-20

24VDC

10W/m

170lm/m

17lm/W

BLUE

528

45.45mm

IP20

5000 x 8 x 1.6mm

IP20

•	Available in red, green and blue

•	 Industrial grade adhesive backing tape

•	Continuous diffused LED

•	Bespoke design and cutting service available

•	Operating temperature -20ºC ~ +40ºC
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RED
ColourColourColour
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GREEN BLUE 24V 10W/m
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Specifications

Product Features

IP67 Diffused on board flexible LED tape

0914-998

DOB-528-RED-67

24VDC

10W/m

140lm/m

14lm/W

RED

528

45.45mm

IP67

5000 x 10 x 4mm

0759-469

DOB-528-GRN-67

24VDC

10W/m

170lm/m

17lm/W

GREEN

528

45.45mm

IP67

5000 x 10 x 4mm

0932-463

DOB-528-BLU-67

24VDC

10W/m

170lm/m

17lm/W

BLUE

528

45.45mm

IP67

5000 x 10 x 4mm

RED
ColourColourColour IP67

•	3 years warranty

•	Available in red, green and blue

•	 Industrial grade adhesive backing tape

•	Continuous diffused LED

•	Bespoke design and cutting service available

•	Operating temperature -20ºC ~ +40ºC

5m
REEL

Voltage Wattage

PRIMARY COLOUR DOB
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IP20 & IP67 Diffused on board flexible LED tape

* Product compatibility with other brands is shown for informational purposes only. All third-party company names and logos are 
trademarks of their respective owners and do not constitute an endorsement or partnership with our company.

Mechanical Diagram

Suggested Drivers

Control Methods (sold separately)

PCV2436-REV-A
(IP20)

Power supplied from ONE end

Up to 3m

PCV2450-REV-A
(IP20)

Power supplied from ONE end

Up to 5m

PCV24101-REV-A
(IP20)

Power supplied from MIDDLE

Up to 10m

Compatibility*
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IP67

PCV2436E-REV-A
(IP67)

PCV2475E-REV-A
(IP67)

PCV24100E-REV-A
(IP67)

•	Remote Control - SCD107W (receiver included)
•	Bluetooth (Apps, Voice Control) - BLE-15A-REV-A
•	Mains dimming options available using UVC24XXTD LED driver range

PRIMARY COLOUR DOB


